
鐔展示箱（取扱説明書）

設置手順

①ネジ2つを外し、壁掛治具を外す
②アクリルの保護フィルム3枚を剥がす
この際反射防止フィルムを剥がさないようご注意ください。

壁掛治具

③付属のACコンセントを繋ぐ

保護フィルム1枚 保護フィルム2枚（表と裏）

赤丸部を持ち手前に開きます（磁石式）
アクリル面を触らないように開けて下さい

アクリルの清掃について

アクリルパネルの表面には反射防止フィルムが貼ってあります。
構造上指紋や疵が付きやすいので、日常の手入れはマイクロファイバークロス
もしくは以下のレンズクリーナーをご使用ください。
それ以外を使うと疵が付いたり反射防止機能が弱まる可能性があります。
粘着テープがパネルに付いてしまうと二度と取れませんのでご注意ください。

Amazon | Kenko クリーニング用品激落ちアルコール成分配合 872024 | ケンコー
(Kenko) | 家電＆カメラカメラレンズクリーナー 30包入り

こちらから購入可能です↓

注意

一度押し：ON/OFF
長押し ：調光

ライトの調光について

暗めに設定した方が美しく鑑賞出来ます

https://www.amazon.co.jp/dp/B019MKRGSW?ref=ppx_yo2ov_dt_b_product_details&th=1
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鐔展示箱（壁掛手順）

①付属の皿ネジ4つで壁掛治具を壁に平行に固定します。間柱など強度のある箇所に固定してください。
（※壁が石膏ボードで間柱が無い場所にやむなく固定する場合は付属のアンカーを先に入れ、そこに対してネジ止めしてください。落下の危険があります）

②壁掛治具の引掛部にケース背面の角穴部をひっかけ、下部を黒いネジ（M4x8）で固定します。

壁

注意
鐔展示箱は約4kgです。壁に十分な強度があるか確認した上で行って下さい。
（※壁の強度不足による壁の破損や製品の落下については一切保障できません）

何かご不明点ございましたら以下までお気軽にご連絡ください。

https://www.katana-case-shi.com/contact

刀箱師 中村圭佑 TEL:045-315-4109

取付位置を事前に確認し、先に
石膏ボードにアンカーをドライバーで
打ち込みます

打ち込むとこのようになります。
ここに付いたネジを一度外して固定します。



Tsuba display case（instructions）

Installation procedure

① Remove the two screws and 
      remove the wall hanging jig.

② Remove 3 sheets of acrylic protective film.
Be careful not to remove the anti-reflective film

wall hanging jig

③ Connect the included AC outlet.
      Please prepare a conversion plug separately.

protective film one side

Hold the red circled part and open it toward you (magnetic type).
Do not touch the acrylic surface when opening.

Cleaning of Acrylic

The surface of the acrylic panel is covered with an anti-reflective film.
Due to its structure, fingerprints and fine scratches can occur easily, 
so for daily care please use a microfiber cloth or the lens cleaner listed below.
Use of other materials may cause scratches or weaken the anti-reflective function.
Please note that if adhesive tape comes into contact with the panel, it cannot be removed.

Amazon | Kenko クリーニング用品激落ちカメラレンズクリーナー 30包入り
アルコール成分配合 872024 | ケンコー(Kenko) | 家電＆カメラ

You can buy it here ↓.

Attention

protective film two sides

Single press：ON/OFF
Press and hold：Dimming

About light dimming

Setting it to a lower brightness allows for 
a more beautiful viewing experience.
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Tsuba display case（ Wall hanging procedure ）

①Fix the wall-hanging jig parallel to the wall with the four provided countersunk screws. Fix it to a strong point such as a pillar.
（※ If you must mount it on a section of the wall made of gypsum board with no studs, insert the included anchors first, and then screw into them. Otherwise, there is a risk of the case falling. ）

②Hook the square holes on the back of the case onto the hooks of the wall-hanging jig and secure the lower part with black screws(M4x8).

Wall

Attention
Tsuba display case weighs approximately 4 kg. Please make sure that the wall has sufficient strength before doing so.
（I cannot guarantee any damage to the wall or falling of the product due to insufficient wall strength.）

If you have any questions, please feel free to contact me at

KATANA CASE SHI Keisuke Nakamura TEL:+810453154109

https://en.katana-case-shi.com/contact

Check the installation position in advance, 
and first drive the anchor into the plasterboard 
with a screwdriver.

When driven in, it will look like this. 
Remove the screw that is attached here once, 
and then secure it.
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